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Edition  Jun 2007
Date of printing  Jun 2007

The following corrections should be noted:

1    Swire Hole
Insert spec spar Lt buoy 19 Fl(5)Y.20s in 51°42ʼ·60N 1°02ʼ·23E  (ILNW 271/07)

2    Approaches to Thames Estuary, Long Sand Head (Correction superseded - see ILNW 509/08)
Insert depth 1·1m enclosed by 2m contour in 51°47ʼ·29N 1°36ʼ·07E and delete depth 1·9m close by  
(ILNW 379/07)

3    Orford Ness
Insert lgd AIS at Lt in 52°05ʼ·03N 1°34ʼ·45E  (ILNW 442/07)

4    Harwich Approaches
Delete Wave/Tide Gauge Y Lt bn Mo(U)Y.15s2m3M in 51¡52!á85N 1¡32!á34E (ILNW 400/08)

5    Gunfleet Sand
Construction of the Gunßeet Sand Wind Farm is now underway.
Insert pecked line to mark safety zone, bounded by the following positions, plus Lt buoys as indicated:
51°43ʼ·76N 1°10ʼ·29E (R can Q.R)
51¡45!á47N 1¡14!á70E (R can Fl.R.2á5s)
51°44ʼ·83N 1°17ʼ·43E
51°44ʼ·42N 1°18ʼ·28E (G con Fl.G.2·5s)
51¡43!á23N 1¡15!á24E (G con Fl(5)G.20s)
51°42ʼ·03N 1°12ʼ·16E (G con Fl.G.5s)
Insert lgd Wind Farm under construction (2008) within this zone.
 (ILNW 443/08)

6    Cork Sand southwards
Insert depths:
5m enclosed by 5m contour in 51°52ʼ·16N 1°26ʼ·30E
4·9m enclosed by 5m contour in 51°51ʼ·21N 1°25ʼ·34E.
0·5m in 51°51ʼ·74N 1°23ʼ·94E and delete depth 0·8m close by. (ILNW 453/08)

7    Long Sand Head
Insert depths:
0·4m in 51°47ʼ·37N 1°36ʼ·12E and delete depth 1·1m close by
1á6m enclosed by 2m contour in 51¡46!á90N 1¡35!á90E
1·5m enclosed by 2m contour in 51°46ʼ·34N 1°35ʼ·49E (ILNW 509/08)

8    Sunk Sand, Little Sunk
Insert depth 0á8m enclosed by 2m contour in 51¡43!á42N 1¡27!á02E  (ILNW 531/08)

9    Sunk Inner Precautionary Area
Substitute Lt float Sunk Inner Iso.3s12m11M Horn(1)30s Racon(T)10M for safe water pillar Lt buoy Sunk
Inner Mo(A) Racon(T)10M in 51°51ʼ·03N 1°34ʼ·89E (ILNW 544/08)

10    Orford Ness northeastwards, Aldeburgh Ridge
Insert depths:
4·3m in 52°07ʼ·87N 1°37ʼ·45E, extend 5m contour to enclose and delete depth 6·9m close by
2·9m in 52°07ʼ·57N 1°37ʼ·20E and delete depth 3·4m close by. (ILNW 604/08)

11    Black Deep
Move Lt buoy No3 Fl(3)G.15s in 51°41ʼ·98N 1°25ʼ·99E to 51°42ʼ·41N 1°26ʼ·48E (ILNW 148/09)

12    Black Deep Channel (buoy relocated - see ILNW 277/10)
Move Black Deep Lt buoy to 51¡47!á58N 1¡35!á79E (ILNW 353/09)

13    East Swin
Move N Middle Q Lt buoy to 51°41ʼ·35N 1°12ʼ·61E (ILNW 380/09)

14    Sunk Inner
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Delete Whis at Trinity Q(6)+LFl.15s Lt buoy in 51¡49!á03N 01¡36!á39E (ILNW 477/09)

15    Sunk Sand
Substitute Obstn sym for Sunk Bn (16) N card bn in 51°39ʼ·43N 1°20ʼ·63E (ILNW 54/10)

16    North Ship Head
Substitute Whis for Bell at N Shipwash Lt buoy in 52°01ʼ·73N 1°38ʼ·27E (ILNW 102/10)

17    Whitaker Channel
A recent 2010 survey indicates changes to depths in the channel, some of which may be shoaler. 
Buoyage may be moved accordingly. Further details will be added as known, but in the meantime 
mariners are advised to contact the Crouch Harbourmaster.  (ILNW 255/10)

18    Long Sand Head northwards
Move Black Deep Q.R Lt buoy to 51°47ʼ·69N 1°35ʼ·94E (ILNW 277/10)

19    Notification of new Edition
A new August 2010 edition of this chart will shortly be published. In addition to the listed corrections, this 
edition shows revised depths (especially in Kingʼs Channel, Fishermanʼs Gat and Long Sand Head), plus 
the latest windfarm developments. (ILNW 315/10)


